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£he o§#ner upon 


all i-tmft* i.«Dor ua «kb*x&kl s*qui;*»or 
„„ work called for on the drawings whether 

>r not* unlesa they e«s 

Code* All state 
* this 3.0b ani: 
Tirade Center* So work is to ccmm%im& 

or agencies having 
shall furnish an anta^ded certificate of 


■» j? s. ~»i. *. 
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am*! 


be maintained at the , 
iitd review. Upon coj^pl* 
over to the owner for 


the contractor that this is an occupied 

to the building rules to hours 


1 remove rubbish and debris as 


to at 





contractors work shall fee reiftoved by him. 
casioned by this contractor shall be 
this contract. 

contractor shall verify all dimensions 
errors or omissions shall be brought 
igner. 

find any errors or omissions in the plans, 
at ions, or should there be any conflict between 

shall, prior to proceedinq with the 
**ho %*ill explain or adjust the documents 


shall be 

in proper form for 


* 


such plans, drawings or specifications 
execution of the work. 

designer, the contractor shall submit detailed 
©<§ of materials or finishes prior to starting 
must be approved by the designer before 
lation. 

from face of finish partition to face of finish 
unless noted otherwise on the drawings* Existing partitions 
column encloseures* window mull ions etc, shall determine the location 
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titions wherever applicable. Do not scale drawings g follow 


dimensions and instruction given 
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on both pre- 
tine .A construction schedule shall he jointly pre- 
contractor, designer and client and shall meet 
satisfaction on all parties before construction commences. 

iCtor shall take all precautions to maintain free access of 


mil 


personnel and public thro-llgih the areas invOlvea. 
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1 mm® that all tenants facilities equipment and services are 

t^^le ^«rA«s| ^USineSS siuuta^ «^5y anv^ uv?wji« «& f«cCu&^# 

r communications sorvices required shall be scheduled with 
tenants representative and approved fey saiti£ before proceeding. 

General Contrator shall coordinate his work with the work of all 
Contractors whether his ofrn or those on separate contract let 


work is to be coordinated with the tenants private 


phone company 


&a. 


installation of all electronic equipment, wiring, signal and com- 
munications circuits etc. shall b«* coordinated with the tenants 


kers. 


**> 
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ing for n«* outlets 
Proposal shall include an 
of existing ceilings 


performed during over- 
nce for the protection 


shall be responsible for arranging with the building 
for elevator or other hoisting facilities for handling 


xals* 


tC, No substitution may be made for any item specified without written 
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The General Contractor shall have the overall responsibility for the 

pTOCUr€Pinent , InSXcSiJiaiiUIl aJlIU ^cr5»V^**g Ox qax c»y£>^&*«*^ * •#%-* v.^^.4*;, ^.-c: 

telecommunication room,plumbina r H.V.A.C. etc. as required by the 
tenants designer or engineers. This shall include the securing of 
all approvals for the systems tested. 

All materials and construction shall conform to manufacturers 
specifications as well as requirements of the designer and World Trade 
Center. 
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The World Trade Center does not- approve drillinq or welding to ex- 
isting structural members. All connections must be "clamp type*" as 
per World Trade Center standards. 

The Contracts shall not drill holes into existincr slabs or struct- 
ural members for the purpose of supporting any loads unless written 
approval is obtained from the engineer. 

Before commencing work the Contractor shall notify the Port Authority 
Engineer of any areas without fireproof ing. All exposed structural 
steel and chipped off fireproof ing shall be patched or touched up 
with *Cafco type D~C/F*or approved equal as directed by the engineer. 





The Contractor shall protect the public or tenant space below from 
any damage resulting from floor drilling operations. 

The^ Contractor shall repair or replace existing construction damaged 
in the performance of this contract. 

The space around pipes, ducts, etc, penetrating rated walls shall not 
exceed h* and shall be packed solid with mineral wool or approved equal, 
be closed off by close fitting metal escutcheons on both sides of 
partition as required by NF.Y.C+ miiiding Code C26-5S4.5* 

©***&» «*. fSMtN&ewK '*:k»i | . t*» xm. redfUired &** ,ii^*G'- Bui^d-fciidi- Code C26*504 .7.ff) 
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1 widd sK»ll be fi rep rbbfed as required by M.Y.C. Building Code 

I interior finishes shall comply with N.Y.C. Buildinq Code C26-504.10 

Carpeting shall conform to Port Authority specifications foF flam- 
mability nnd smoke developed ratings. 

iiless othen*ise noted locate ail doors 6 W minimum distanee from 
1acf*nt i nter sect inn w«il 1 s * 
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m, 


as 


or vi: 


'M ^l^ttted and where 
designer • 


1 be re- 


be installed on all new partitions, both 


ance with the current pri 


materials shall be in accord- 
's instructions and recommend 


Center lines of partitions abutting window columns shall 
on columns unless otherwise noted. 


be centered 


Where rated partitions 
in the enclosure a ra 


intersect convector enclosures, install wi 
ted fire stop equal to the rating of the wa 


3S. Where unrated partitions intersect convector enclosures, install within 
the enclosure a sound barrier of 2 M 3 lb. density semi-ridged fiber- 
glass board. 

!&» Hie use of plastic diff users in lighting fixtures is prohibited in 



P^MOVAL AND DISPOSAL OF 


car< 


in removal of all existing 
to remain. 


II Ka a*w%rvmff%1 i eshtfkH t*fi^hQi|t, StOr- 

ials, rubbish, dirt, debris, or 
removal operations on the floor 


Contractor shall exercise extreme 
construction so as not to damage 

The removal as described herein 
ing excessive quantities of any 
waste of any sort resulting from 

All debris shall be removed from the construction site daily. How- 
ever, it shall be the Contractors responsibility to advise the 
authority when he requires containers* The Contractor shall load 
these containers which will be at a central location on the floor. 
The authority shall remove the containers and the Contractor shall 
be responsible for paying the authority for such rubbish removal. 


The Contractor shall provide all temporary 
to the satisfaction of the designer to keep 
and leased premises entirely free of dust, 
iment to normal use of areas involved. 


dust proof enclosures 

existing corridors 
debris or other imped 


The Contractor shall take all precautions to maintain free., access 
of all tenants, service personnel and the public through the areas 
involved. 

All reusable items that are removed and not relocated shall be 
returned to the tenant for storage unless directed otherwise by 
the tenants representative. Salvaged materials that are not re- 

-. • -^-a s™ *.h& fanaft* shall 5*ws f?as.sf£??^ fn a m^f^rl^Js stom^© 

area as directed by the Port Authority Engineer. 
METAL STUDS AND GYPSUM WALL BOARD PATITIONS 

♦ 

Metal Studs shall be roll formed channel type sections fabricated 
of U.S.S. No* 25 gauge galvanized sheet steal 2%" wide and in the 
longest piece lengths available. 

Gypsum Wallboard shall be grade *X H fire retardant wallboard 48* 


m 


wide and of thickness indicated on the Contract drawings and shall 
be of uniform quality conforming to Federal Specification SS-J.-30 
and to ASTM C-36, 

rvo. jl x uu ck £ va SuaAx fc*S j. m *.***,«» •»«« a*»*« «>«»s v*<»* *►■**•** «*• i»..^. — *-?---j-—« — — * — — — c— — _. —. 

lengths so that wallboard panels extend vertically in one piece 

from flooor to ceiling and/or slabs , beams, or decks above as required. 

Wallboard used in fire rated partitions shall be delivered to the 
construction site bearing underwriters laboratory certification 
and N.Y.C. Board of Standards and Appeals calendar numbers. 

Ceiling and Fl oor Runners shall be roll formed channel type sections 

ricated of U.S.S. No. 25 gauge galvanized steel runners shall be 
in I0*-0" lengths. 

» 
Trim Members shall be fabricated of U.S.S. No. 25 guage galvanized 
steel arid shall include corner reinforcement and castinq type edge 
trim. Corner reinforcement shall be complete with perforated type 
wings and shall be type 11 *Perf-A-Bead* as manufactured by U.S. 
Gypsum Co. or an approved equal. Corner and *dge trim members shall 
be in single lengths. 

Screws for fastening wallboard to studs shall be buale type phi Hips 
head screws specifically manufactured for power tool installation. 

Joint Treatment Materials shall be expressly manufactured by the 
wallboard manufacturer for use with the manufacturers wallboard 
materials. Joint compounds shall be the ready mix type conforming 
to ASTO C-475. Tape reinforcement shall be perforated and shall 
confom to ASTM C-4 7 5 taping and spackling shall be a three UJ coat 
application. / 

Compressible FjLreproof ing shall be tightly packed in voids between 
top channel aiyd all fire rated partitions and flutes of slab above. 
Fireproofing fehall be thermafiber mineral fireproofinq as manufact- 
ured by U.S. Gypsum Co. or an approved equal. 

Before installing channel studs wrap top of stud with electrical 
tape to isolate metal stud from metal runner. Do not secure studs 
or gypsum wallboard to top channel runner. 
HOLLOW METAL DOORS AND FRAMES 

Frames shall be one piece installed plumb, straight and true with 
horizontal lines level and all vertical lines plumb. Frames shall 
be secured rigidly in place and shall be anchored to the floors, 
j«rfcs and heads in an approved manner. All frames shall be braced un- 
til adjacent construction has been completed and has attained suf- 
ficient strength to maintain the frames in oosition. 

Installation of door frames shall include all spacer clips, shims, 
channel lintels and subframes as sho^^n and all neoprene gaskets. 

Doors shall be installed pluinb and true with their frames and shall 
operate freely without binding. 

After erection, all damaqed areas in the shop coat, exposed surfaces 
of bolts, bolt heads, nuts and washers, and all field welds, if 
necessary? ^nd unpainted areas adjacent to field welds shall be painted 
with the sams- paint used in shop coating. 

Doors and frfts^es that are to be supplied by the "Contractor shall be 
similar and e«?aal in every respect to those that are furnished by 
the Port Authority. 
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Hardware for 


All hardware shall be type shown on the door and hardware schedule 
drawing Ko. 

All hardware for cabinetwork items shall be furnished and installed 
by Cabinet Contractor unless noted otherwise. 

doors shall be furnished by hardware supplier 
cabinet contractor. 

Finish hardware installation shall conform to the manufacturers 
requirements. Installation shall be in a. neat and skillfull manner, 
with all components operating properly* All knobs, handles, pulls and 
other exposed items, shall be suitably wrapped and protected. as soon 
as they have been installed and such protection shall remain until 
acceptance :>f the work*. 

Immediately proceeding final inspection all hardware shall be 
cleaned carefully by a method that will no way damage it* 

where buildina standard hardware is specified on the hardware schedule 
it shall be World Trade Center standard hardware as listed below: 

Butts * Stanley FBB-179 x 4*s x 4% 

nux vi3P &*v -*-•**•**= *.— — - %*-%-»•.■»•»•» «.«tw ■■* — • -#- — 

._. Corbin #833-410 

. Corbin #5O0-S-3 

ts ._- Corbin #284© (1) # 12"L. $ (!) % 30"L. 

Domestop — - — Corbin 1373-H 

Coordinator Von Duprin »12 37 

Silencers-- Corbin #33 

Aluminum Saddle Zero Weathestriooina Co. #654 

AC OUSTIC CEILING 

Black iron carrying channels shall be securely supported by hangers 
fastened to the overhead structural members. Channels shall be 
spaced as required to adequately support light fixtures, drapery 
pocket and acoustic tile ceiling. 

Ceiling tile shall he installed in a true and even plane butt joints 
tightly together, install metal edge moldings as required. 

Ceiling heights shall be as shown on reflected ceiling plan. 
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ooustTc'tile to match existing tile in adjacent areas, suspension 
system shall be concealed "2* spline- am- 6u#PPuogp cmu\&& cpw^naacr^ 


9MhU- c&H&m&m °to KiiT*£t0i€< >>e6T. c gitt-'gpa^*7 i/gwg> pep*. *ro* r*^. g-i^ ^ftg, c^& juhc 
i« ..im'&jtos^-fifc i re til es have been ""removed to permit 




construction required under this contract. 

Provide accessable tile panels where required in ceiling for access 
to dampers, valves, pipes , etc. 

RAISED ACCESS FLOOR 

liaised access floor and accessories shall be as manufactured by 
C-TEC Inc. as supplied by the Shaw Company, hew York, N.Y. 

Floor panels shall be 24" x 24" welded galvanized steel laminated 
all sides to a 1" thick wood particle board core mounted on die cast 
aluminum pedestals at heights indic ated on the drawings^ ^^ 

~RAt5ftP PLOOIt i>Hy*>l~L> MATCH S^i5T|M<5 tfWa5"lW ItOOWl F* LO0flL#, fiaaTnAfttOAi ^^^ A 
* -SOI%*M*T A COPY Oft Fb ^ *A> OR. M J&k M40WUTUW O P AgTW^Aj, T fr ToB-T AUTHORITY J 
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ure laminate shall be factory applied 


Contractor shall provide 4" dia. holes with grommets as indicated on 
plans . 

Floors shall be set level and true with tight flush joints. The com- 
plete floor system shall be sturdy, rigid, firm and free from vibration 
rocking rattles, squeaks and other noi3es. 

Panels shall have numbers and directional, arrows marked on underside 

to facilitate replacement. 

PAINTING 

Paint shall be as specified on wall and floor finish drawing. 

Paints shall be of the type specifically manufactured for application 
to the surface to which it is to be applied. 

No painting or finishing shall be started until the surface to be 
painted or finished is in proper condition in every respect. 


All 
ro 


1 paint shall be applied carefully with good clean brushes or approved 
„ilers. Paint shall be evenly spread and when brushes are used shall 
be throughly brushed out. The work shall be so performed as to avoid 
damage to other surfaces. Any damage to adjacent surfaces shall be 
repaired in a manner satisfactory to the desianer. Finish coats shall 
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oe smooui anu ltw nym iujid, =>«w=>, <iwa *uu j *> v*. 

surfaces shall be uniform in sheen, color and texture. Each coat of 
paint shall be sufficient thickness to cover completely the previous 
coat or surface. ~^ 

Walls shall have two (2) coats of paint. Doors and frames shall have 
two (2) coats of paint both sides unless otherwise noted. 

See General Note No. ^7 

Unless required to oaint the entire area, the Contractor shall paint 
existing walls that are cut or patched. The entire wall shall be 
painted up to the nearest external or internal corner or door frame. 
Color shall match existinq. 

Paint acoustic tile ceilings that have been patched or extended as 
rsauired. Tiles shall be painted one ccat of Luminall satin paint, 
ACRYPOLYRENE No. 21801 white, as manufactured by Luminal! Paitjt Qp . 
or equal. 
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WALL BASfe 

Wall bases shall be of type and size specified on wall and floor 
covering plan drawing No.iosr^-7 

Wall base shall be applied against the wall with approved type 
cement adhesive keeping cement h m below top of base. Adhesive for 
installation of the base shall be furnished by the Contractor. 
Verical joints shall b^ held to a minimum with a "minimum distance 
from a joint to a corner ecru a 1 to T - H 


* 


— p% 


T> 




«ei[F^ 


ii ■ • — — •*■ 






! PuAW 


lOSF-5 EsUPrCTIilC ^Tfty^HOMfi 


1Q5F-8 


IOS p«b 




i .'-"-'-■■ a 

B-4 


I 


SA-2. 


hA'^ 




BOU»PMiWT PLAW 


F-7 WAUL 4- Ft-CplZ. FIWi^V4 F%AW 





»05 P**D 1^»TAli.# W&t** TH«AOiN« 9S#Kt 


|05 P-H PBTAIW P^a TS^DiwC D»W 


E.LECTE4CAL ^P«C\PlC^TIOM$ 


U«WT»M^ ^L.^*^ 


fOWSQ. i TftLIPHONt PUAW 




0«TSCTOt -SPSCiPIC^ 


^ 


ecv4A.^ a -^^ a 


^U PUaw^ 


£. m 


DRT4I U^> 


WBe>4AM\CAU USfiftWD 4 


frWfa^HANU 

i owe 


L. ^POCil«lCAT- 




TCAfTAA HO. 
CONTRACT NO. 

DATE 


J /P..?.. 

1ft 1* Jit- • 



Z2\ 


NO 


I 


1-1.|-*» 


©ATE 






L 


BEViSJ^^ 


*if»ur- 




i 


CANTOR, FITZGERALD 
SECURITIES CORP. 

105th FLOOR 

E WOULD THAO£.efi>iTEfi, MEW YORK li.Y. 

ill 


PMA§£ 



TAA MO. ^1Q*3- 


J 



K . . .\ 


